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”ENTERPRISE PROFILE

Founded in 2006, Yakeda is a company integrating design, 
R&D, production, and sales of military and police tactical 
equipment and outdoor products. From a small factory to 
a company with four factories in different countries and 
three overseas warehouses, we have consistently strived 
to improve our capabilities and develop military and police 

Marco Shu upholds the spirit of "Military Quality, Pursuit of 
Excellence" and continuously learns and improves to 
maximise customer satisfaction and enhance the 
company's business and production levels. Your 
satisfaction is our greatest motivation.

equipment better suited for practical use.



ODM

ODM PROCESSING
ONE-STOP TACTICAL EQUIPMENT PROCESSING PLATFORM

The development cycle of a Yakeda product begins with numerous design sketches that explore functional 
and aestheticpossibilities. 

After a concept has been selected, the design team drafts a technical package containing working 
drawings,a period of times, the final product takes shape.From creative vision to tangible reality.



Performance test parameters of a certain fabric (compiled based on the SGS test report)
The test sample is a certain fabric of the bottom three-conductor PU customized by YAKEDA Company and treated 

with Teflon coating for water leakage prevention. It is divided into two types according to material density: 1000D 

and 500D.

TEAR STRENGTH
1. (ASTM D 2261-2007a;Tongue Tear)Horizontal tear strength

Test fabric

 

500D

 

1000D

 

Radial tear (pounds)

 

28.0

 

49.8

 

Weft tear (pounds)

 
24.5

 
44.6

 
 

ll.(ASTM D1424:2009:Elmondorf Tear)Vertical tear strength   
 

More than14
  

   
 

Note: The full load range in the warp and weft directions is 14 pounds. That is, it exceeds the maximum value of the Erlendorf tear strength test.

WEAR RESISTANCE PERFORMANCE
（ASTM D4966-2010;Martin Jeel Abrasion Tester 12 kilopascals）

   
Wear resistance (Reprint) 

More than220000turn
  

 WATER REPELLENT PERFORMANCE
(AATCC 22-2005: Spray Method - Test conditions controlled, water temperature: 27±1°C)

   Rating

 

95

 

95

 
 

Rating remarks:
100. The upper surface is not wet or wetted.                                 90. There is a small amount of irregular water or wetting on the upper surface
80. The upper surface is wetted at the exposed area.                  70. The upper surface is partially wetted
50 The upper surface is completely wetted                                     0 . The entire surface is completely wetted

   

Water absorption capacity(g)

 

0.0

 

0.0

 

 

RAIN RESISTANCE PERFORMANCE

The U.S. customs requires a maximum of 1.0g

WATER PRESSURE RESISTANCE PERFORMANCE
(AATCC 127-2003, hydrostatic head; test water pressure; 60 cm/min, test water temperature: 20°C)

Water pressure resistance 
performance(mm)

 

 

  
 

   
Length

 

DNI

 

DNI

 

Width

 

DNI

 

DNI

 

Initial state

 

DNI

 

DNI

 

After dry cleaning and water washing

 

DNI

 

DNI

 

Flammable classification

 

Type 1

  
 

FLAMMABILITY PERFORMANCE
（ASTM D1230-94/61 Reapproved 2011)

Combustion performance code description: DNI= Unignited

CHEMICAL SAFETY PERFORMANCE

   
 

Test fabric 500D 1000D

Test requirements

In accordance with the customer's requirements, based on the information published by 
the European Chemicals Agency as of December 5, 2010Candidate list of substances of 
very high concern for authorized consideration (in accordance with EU Document No. 
1907/2006)Screening tests were conducted on 46 substances of very high concern under 
the REACH regulation.

Summary

About Teflon Fabric Protector
Teflon is a registered patented technology used by DuPont in its series of fluoropolymer 
products. Teflon products have long been recognized by the public for their non-stick and 
easy-to-clean properties. The protective fabric with Teflon coating can effectively resist 
water splashes, oil stains and dirt.

The INVISTA some fabric tactical equipment of the YAKEDA brand is all treated with 
DuPont's Teflon patented protective coating, which greatly enhances the equipment's water 
repellence, oil resistance and dust resistance, and significantly extends the product's 
service life.

About YKK Zippers
YKK is the pioneer of the zipper industry, representing the industry standard. Due to 
its inheritance of Japan's precise craftsmanship, raw materials and management 
methods, its quality is incomparably excellent. It remains the largest global market 
share owner in the zipper industry today.

Although the price of YKK products is about ten times that of zippers from other 
brands. However, the brand will still prefer genuine YKK zippers, creating reliable, 
stable and trustworthy outdoor tactical equipment that meets the strict requirements 
of military standards for the majority of users.

Test fabric
Radial tear (pounds)
Weft tear (pounds)

500D 1000D
More than14

More than14 More than14

Test fabric 500D 1000D
More than220000turn

Test fabric 500D 1000D

Test fabric 500D 1000D

Test fabric 500D 1000D

More than1000mm More than1000mm

Depending on the specific test range and 
analytical techniques, the concentration 
of substances of high concern tested in 
the samples is all less than 0.1%, which is
considered passing.

Depending on the specific test range and 
analytical techniques, the concentration 
of substances of high concern tested in 
the samples is all less than 0.1%, which is
considered passing.

Test fabric

Type 1

500D 1000D



MYANMAR FACTORY THAILAND FACTORY

Source
Manufacturer

8 years
Of Industry 
Experience

OVER
 1500+

Employees

 5000  ²m
Production 

Areas

To address trade barriers arising from the US-China tariff friction 
and optimise its global production capacity layout, YAKEDA 
officially invested in and established a branch factory in 
Thailand in 2024.

Leveraging Thailand's geographical advantages, it avoids direct 
trade tariffs between the US and China; enjoys BOI investment 
incentives; and, relying on the ASEAN Free Trade Agreement 
and Thailand's trade arrangements with many countries, can 
conveniently reach markets in East Asia, Europe, America, and 
Southeast Asia.

The establishment of the Thai branch factory not only 
overcomes tariff constraints but also enhances the flexibility of 
the company's global supply chain, providing customers with a 
stable and cost-effective supply of products.

Due to business expansion and insufficient production capacity, 
YAKEDA established a branch factory in Myanmar in 2018 after 
considering various factors.

The branch factory boasts significant core advantages: it 
benefits from Myanmar's preferential policies for foreign 
investment, including tax breaks and simplified approval 
processes; local labor and land costs are low, effectively 
reducing production inputs; its location at the heart of Southeast 
Asia ensures convenient logistics, allowing it to reach East and 
Southeast Asian markets; and it leverages free trade 
agreements to enhance export competitiveness.

The Myanmar branch factory fills the production capacity gap 
left by the head office, providing a stable supply to global 
customers with a high-performance, cost-effective production 
system.

Source
Manufacturer

2 years
Of Industry 
Experience

OVER
 1000+

Employees

 3000  ²m
Production 

Areas



Automated bearing assembly equipment  Automated bearing assembly equipment  Automated bearing assembly equipment  

Double-sided buttoning machineDouble-sided buttoning machineDouble-sided buttoning machine

laser cuttinglaser cuttinglaser cutting

Hydraulic cutting machine  Hydraulic cutting machine  Hydraulic cutting machine  

injection molding machineinjection molding machineinjection molding machine

Fully automatic bag opening machineFully automatic bag opening machineFully automatic bag opening machine

Industrial Sewing MachineIndustrial Sewing MachineIndustrial Sewing Machine

Fully automatic tape cutting machineFully automatic tape cutting machineFully automatic tape cutting machine

Industrial Sewing MachineIndustrial Sewing MachineIndustrial Sewing Machine

Industrial Sewing MachineIndustrial Sewing MachineIndustrial Sewing Machine

OUR 
PRODUCTION 
EQUIPMENT
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TACTICAL BACKPACKS

TACTICAL BELTS

TACTICAL GUN BAG
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NAME
WATER RESISTANT VENTI LATION QUICK RELEASE SECU RITY PALS

TACTICAL VEST
VT-����B FREE SIZE

D
E

S
C

R
IP

TI
O

N

MATERIAL

WEIGHT

DIMENSIONS 

1000D CORDURA

1.6kg

75-125cm /29.5-49 inch

Air Vent Thermo PadsAdjustable Elastic Cummerbund With 
Quick Release Buckles 

MC, MCBK, MCAE,MCAD

Lightweight, highly compatible, and quick-release Vest Suitable for military training, outdoor 
operations, tactical drills and other  scenarios, it balances protection and portability.
Front panel can be replaced with different  types .
The full-body laser-cut MOLLE webbing system allows for the free attachment of tactical 
accessories as you want.
Elastic side to fit different body types, can also be directly accommodate small equipment  
such as 5.56/7.62 magazines and tourniquets.

To Video
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COLORS

Replaceable Front PanelShoulder Quick Detach
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NAME
WATER RESISTANT VENTI LATION QUICK RELEASE SECU RITY PALS

TACTICAL VEST
VT-����A FREE SIZE

DES
CR

IPT
ION

A Protective Plate Can Be PlacedCummerbund Quick Detach

Lightweight, highly compatible, and quick-release Vest.
Suitable for military training, outdoor operations, tactical drills and other scenarios, it balances 
protection and portability.
Front panel can be replaced with different types .
The full-body laser-cut MOLLE webbing system allows for the free attachment of tactical 
accessories as you want.
Elastic side to fit different body types, can also be directly accommodate small equipment such 
as 5.56/7.62 magazines and tourniquets.

DET
AIL

S

Laser Cutting Molle SystemAdjustable Strap

To Video

MATERIAL

WEIGHT

DIMENSIONS 

1000D Polyester

1.45kg

75-125cm /29.5-49 inch

BLACK ,TAN ,RG ,GRAY, CPCOLORS
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NAME
WATER RESISTANT VENTI LATION QUICK RELEASE SECU RITY PALS

TACTICAL VEST
VT-����-� FREE SIZE

DES
CR

IPT
ION

Lightweight tactical vehicle emphasising compact portability, quick loading and unloading," 
designed specifically for close-quarters combat (CQB), tactical training, and security duties. It 
efficiently carries core equipment within limited spaces.
Front side has six magazine pouches to fit pistol magazines and 5.56/7.66 magazines.
Full webbing MOLLE Expansion: high-density MOLLE webbing to allow all accessories.
The quick-release system features on the shoulder and waist.

To Video

MATERIAL

WEIGHT

DIMENSIONS 

1000D Polyester

2kg

75-125cm /29.5-49 inch

BLACK, TAN ,RG ,GRAY, CPCOLORS

360 angle double protection design
fit size of plates:25*30 CM
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NAME
WATER RESISTANT VENTI LATION QUICK RELEASE SECU RITY PALS

TACTICAL VEST
VT-����-� FREE SIZE

DES
CR

IPT
ION

Tactical vest that emphasises lightweight portability and field adaptability.
Special design for field training and lightweight tactical missions. While controlling its own 
weight, it can efficiently carry core equipment and adapt to long-term operations in complex 
terrain.
The open-access quick-draw magazine system features ten rifle magazine pouches and four 
pistol magazine pouches, secured with elastic straps, to meet a broader range of magazine 
replacement needs.
Full webbing MOLLE Expansion: high-density MOLLE webbing to allow all accessories.
The quick-release system features on the shoulder and waist.

Shoulder Quick Detach

DETAILS

Cummerbund Quick Detach

Four-pin Magazine  Loop Area

MATERIAL

WEIGHT

DIMENSIONS 

1000D Polyester

1.8kg

75-125cm /29.5-49 inch

BLACK, TAN, RG ,GRAY, CPCOLORS
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NAME
WATER RESISTANT VENTI LATION QUICK RELEASE SECU RITY PALS

TACTICAL VEST
VT-���� FREE SIZE

DES
CR

IPT
ION

A versatile tactical vest designed for simplicity and high-efficiency equipment carrying for 
greater customisation.
The front-mounted quick-draw magazine system features a push-button magazine well with an 
internal plastic clip for secure attachment.
The shoulder straps feature quick-release buckles for rapid removal in emergencies. 
The waistband uses a combination of Velcro and buckles for secure fastening.
Side panels can also be inserted for more comprehensive upper body protection.

DET
AIL

S

Front And Rear Plate SlotLaser Cut

 Concealed Utility Pouch

MATERIAL

WEIGHT

DIMENSIONS 

500D Nylon
1.62kg

125-165cm /49-65 inch

MC, BLACK, TAN, RG ,GRAY, CPCOLORS
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NAME
WATER RESISTANT VENTI LATION QUICK RELEASE SECU RITY PALS

TACTICAL VEST
VT-���� FREE SIZE

DES
CR

IPT
ION

A versatile tactical vest designed for simplicity and high-efficiency equipment carrying for 
greater customisation.
The front-mounted quick-draw magazine system features a push-button magazine well 
with an internal plastic clip for secure attachment.
Quick-release system on the shoulder and waist.
Concealed magazine pouches on the side panel make it easier and faster to draw 
magazines.
Side panels can also be inserted for more comprehensive upper body protection.

DET
AIL

S

 Concealed Utility PouchShoulder Quick Detach

 Concealed Utility Pouch

MATERIAL

WEIGHT

DIMENSIONS 

500D Nylon
1.62kg

125-165cm /49-65 inch

MC, BLACK, TAN, RG ,GRAY, CPCOLORS
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NAME
WATER RESISTANT VENTI LATION QUICK RELEASE SECU RITY PALS

TACTICAL VEST
YKD-���� FREE SIZE

DES
CR

IPT
ION

A newly designed lightweight vest incorporating more Yakeda design elements, which 
emphasises lightweight design and stable loading, specifically designed for high-risk duty 
and tactical operations.
General replaceable front panel.
Quick-release system on the shoulder and waist.replaceable and totally new designed 
waist, strengthening the durability of MOLLE.
The stable wearing structure features adjustable shoulder straps and a waistband 
to fit different adult body types. It fits the body snugly and stays in place without wobbling, 
making it suitable for high-intensity tactical movements.

To Video

MATERIAL

WEIGHT

DIMENSIONS 

500D Nylon

1.3kg

90-130cm /35.4-51.2 inch

BLACK, TAN, RG , CPCOLORS  COMPATIBLE WITH A WIDE RANGE OF ACCESSORIES.
Suit For Many VestsFEATURE 

DES
CR

IPT
ION MATERIAL

WEIGHT

500D Nylon
400g

MC, BLACK, TAN, RG ,CPCOLORS

YKD-����

DES
CR

IPT
ION

DES
CR

IPT
IONMATERIAL MATERIAL

WEIGHT WEIGHT

500D Nylon 500D Nylon
340g 340g

MC, BLACK, TAN, RG ,CP MC, BLACK, TAN, RG ,CPCOLORS COLORS

YKD-���� YKD-����

Suit For Many VestsFEATURE Suit For Many VestsFEATURE Suit For Many VestsFEATURE 

Shoulder Pad

Front Panel
Vest Body (25*30cm) 

Cummerbund Adjustable

YKD-0116 YKD-0117 YKD-0118 YKD-0119 YKD-0120

COMPATIBLE WITH VESTS 

It can be matched with VT-8545 and VT-8796
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NAME CHEST RIG
YKD-���� FREE SIZE

DES
CRI

PTI
ON

A tactical chest rig designed for high mobility, lightweight and precise loading, specifically 
for close-quarters combat (CQB), etc.- - -lighter than traditional vests.
Lightweight and modular design, with MOLLE webbing areas for precise attachment of 
small accessories as you want.
Quick-release system, zero-delay emergency response.
The front panel can be replaced with different ones to suit different usage scenarios, 
allowing for quick replacement based on usage conditions for faster response.

To Video

MATERIAL

WEIGHT

500D Nylon

285g

MC, BLACK, TAN, RG ,GRAY, CPCOLORS

WATER RESISTANT VENTI LATION FALS

DES
CR

IPT
ION MATERIAL

WEIGHT

500D Nylon

120g

MC, BLACK, TAN, RG ,CPCOLORS

YKD-����

ACCESSORIES Elastic splint

DET
AIL

S

Internal StructureDouble-compartment Structure

Replaceable Front Panel

 Elastic splintCompatible With Multiple Models

DET
AIL

S

Shoulder StrapsMolle Webbing

X-HarnessUTX Universal Buckle

CAN BE FREELY COMBINED

YKD-0201 YKD-0202YKD-0200
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DES
CR

IPT
ION MATERIAL

WEIGHT

500D Nylon

400g

MC, BLACK, TAN, RG ,CPCOLORS

YKD-����

ACCESSORIES Elastic splintDES
CR

IPT
ION MATERIAL

WEIGHT

500D Nylon

240g

MC, BLACK, TAN, RG ,CPCOLORS

YKD-����
















































































































































